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NOTE: The safety button is installed on the right side of the trigger
housing plate at the factory. If you prefer, it can be unscrewed and
mounted on to the left side of the trigger housing plate.

2. You are now ready to fire.

| D LU UWARRANTY

Stryker warrants the StrykeForce Crossbow with a Limited Lifetime
Warranty to the original owner with the following exclusions:

EHCLUSIONS
Original Owner. Warranty applies to the original owner only and is
non-transferable.

Components Not Covered. Cables, strings, wheel bushings, bear-
ings, anodized and/or pattern finishes are not included in warranty.

Damage Not Covered. Damage caused by abuse, mishandling,
dry-firing, alteration or modification to original product, may render
the warranty void.

Warranty Card. For the Warranty to be in effect, the Warranty card
must be completed and properly returned to Stryker within 30 days
of purchase.

Authorized Dealer. The Warranty covers only Stryker Crosshows
purchased from Authorized Dealers. Contact Stryker to confirm that
the person you are buying from is an authorized dealer.

TURNAROUND TIME
Our goal at Stryker with all warranty returns is to have the returned
product out the door and shipped on it's way back to you within 72

hours of receiving it at our facility. You are our greatest asset, and we
will give you the highest quality, most efficient service in the industry.

UWARRANTY SERVICE

All products returned for warranty service should be returned to the
dealer first for inspection and determination of any problem. Your
authorized dealer representative will determine if factory service
is required or if they can repair the problem. The Stryker owner is
responsible for the freight to Stryker, and Stryker will, in turn, pay for
the return freight of the repaired product. In the event that a cross-
bow must be returned for factory service, a Return Authorization (RA)
number must first be obtained through your authorized dealer.

Crosshows returned to the factory without an RA number will be
refused. All crosshows must include the following:

»> A large, readable RA number on the outside of the box.
»> A copy of the original sales receipt.
»» Must be sent freight prepaid. No COD shipments will be accepted.

»» Do not include accessories unless otherwise instructed. Stryker will
not be responsible for loss or damage to any accessory left on the
crosshow when shipped.

»» All methods of shipping by UPS or Federal Express only. Sender
should insure all shipments.

»>If your crossbow cannot be repaired, we reserve the right to
replace your crossbow with a newer model.

»» Stryker reserves the right to make parts substitutions on warranty
coverage at Stryker's sole discretion and for any reason.



Any alteration from the factory specifications or the adjustments
outlined herein will void the factory warranty. ALL maintenance
must be performed at an Authorized Stryker Dealer.

DISCLAIMER OF LIABILITY

By accepting a Stryker product, buyer agrees to hold harmless Stryker
and all associated parties from liability for any damage to persons
or property, which may result, for any reason, from the use of this
product.

If you have any questions about the safety or use of any Stryker
product, contact an Authorized Stryker Dealer or call Stryker direct
at 877-447-0293.

STRING AND CABLES

WARNING: Never attempt to replace the cables yourself. Consult
your Authorized Stryker Dealer who is trained to perform the
cable replacement procedure.

CHECH YOUR STRING
If the crosshow cannot be safely drawn back and is not shootable
due to a worn, cut, or frayed string, DO NOT ATTEMPT TO REPLACE
THE STRING. Take your crosshow to your Authorized Stryker Dealer
who can perform the replacement in a safe environment.

CARE OF STRINGS AND CABLES

Wax the string often. We recommend BCYML 6 synthetic string wax
or an equivalent product. To wax the string, apply wax liberally
to entire length of string. Rub briskly with fingers until the string
appears slick. Remove all excess wax with a clean cloth.

ROSSBOW MAINTENANCE &
TROUBLESHOOTING

»> Examine your crossbow for wear and tear before you shoot (axles,
bushings, cables, cable roller, e-clips, and string). If any one of
these items shows excessive wear, contact your Authorized Stryker
Dealer for authorized repair or return authorization (RA) number if
necessary. This keeps your crossbow shooting consistently without
voiding your warranty.

»>Keep your Stryker in a dry environment and be sure to keep it
lubricated. Proper lubrication of the axles and bearings limits wear
and tear. Add enough lubricant to these areas to create a barrier
between each working part and to optimize the performance of the
crosshow. NOTE: A 10- to 15-weight oil is recommended. DO NOT
USE WD-40.

»» Rail lubrication. It is recommended to occasionally apply a light
coating of string wax or silicone lube to the top of the flight rail. This
will keep your crossbow operating smoothly and free from rust.

»> Any accessories added to the bowstring cause the crossbow to
lose speed.

If you need assistance with setting up, tuning, or solving a bolt flight

problem, contact your Authorized Stryker Dealer.
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